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Abstract
The photocatalytic degradation of reactive blue 19 (RB19) dye was investigated in a slurry system using ultraviolet (UV) and light-emitting
diode (LED) lamps as light sources and using magnetic tungsten trioxide nanophotocatalysts (a-Fe2O3/WO3 and WO3/NaOH) as photocatalysts.
The effects of different parameters including irradiation time, initial concentration of RB19, nanophotocatalyst dosage, and pH were examined.
The magnetic nanophotocatalysts were also characterized with different methods including scanning electron microscopy (SEM), energy-
dispersive X-ray spectroscopy (EDS), transmission electron microscopy (TEM), X-ray diffraction (XRD), photoluminescence (PL), differen-
tial reflectance spectroscopy (DRS), Fourier transform infrared spectroscopy (FTIR), and vibrating sample magnetometry (VSM). The XRD and
FTIR analyses confirmed the presence of tungsten trioxide on the iron oxide nanoparticles. The VSM analysis confirmed the magnetic ability of
the new synthesized nanophotocatalyst a-Fe2O3/WO3 with 39.6 emu/g of saturation magnetization. The reactor performance showed consid-
erable improvement in the a-Fe2O3-modified nanophotocatalyst. The impact of visible light was specifically investigated, and it was compared
with UV-C light under the same experimental conditions. The reusability of the magnetic nanophotocatalyst a-Fe2O3/WO3 was tested during six
cycles, and the magnetic materials showed an excellent removal efficiency after six cycles, with just a 7% decline.
© 2021 Hohai University. Production and hosting by Elsevier B.V. This is an open access article under the CC BY license (http://
creativecommons.org/licenses/by/4.0/).
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1. Introduction
Textile manufacturing is an important industry generating
different materials for use in the production of rugs, clothes,
tablecloths, car seat upholstery, and chair upholstery. Due to
its wide application in various areas, determination of the
environmental consequences of textile manufacture is vital. At
different stages of the textile industry, huge amounts of water
and chemical substances are consumed. The generated
wastewater at these stages can pose serious threats to both the
environment and human health (Kabra et al., 2013; Kansal
et al., 2007). Textile wastewater is regarded as one of the
most harmful types of sewage due to its discharge rate and its
composition. In fact, textile wastewater introduces a wide
range of organic pollutants into water resources (Lourenço
et al., 2015; Yurtsever et al., 2016). It is estimated that
wastewater contains large quantities of dyes (approximately
10%e15%), which should be degraded with available treat-
ment techniques. Discharging untreated dye wastewater into
water bodies is potentially destructive to the environment
because of the reduction of sunlight exposure on the water
surface, eutrophication, and water ecological intervention.
Degradation of dyes is highly complicated and time-
consuming. In order to degrade these materials from water
or wastewater, conventional methods, such as adsorption
(Pirkarami and Olya, 2017), membrane filtration (Marcucci
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et al., 2001), and coagulation (Al-Ani and Li, 2012), have been
studied. These techniques not only impose economic costs and
operational burdens on treatment processes, but also convert
biodegradable materials into sludge and produce a new type of
contaminants requiring further purification (Guimar~aes et al.,
2012). These obstacles have caused researchers to develop
and assess new dye degradation methods.
As one of the advanced oxidation processes, the photo-
catalytic process has been recently investigated by many
scientists around the world. Novel photocatalysts can easily
complete the mineralization of organic matter without
posing any threats to the environment or human health (Bel
Hadjltaief et al., 2019). Of the different semiconductors used
in photocatalytic processes, TiO2 is the most common owing
to its reactivity, low cost, and wide energy gap (Chen and
Poon, 2009). However, the large energy gap (3.23 eV), the
high rate of electronehole recombination, and the compli-
cated separation process decrease the efficiency of TiO2.
Therefore, other semiconductors, such as inorganic semi-
conductor heterostructures, WO3 with different composite
forms including WO3 nanorods, WO3 loaded with NaOH,
magnetic tungsten trioxide (Fe3O4/WO3), and ZnO com-
posites, including magnetic zinc sulfide, ZnO/TiO2 thin-film
photocatalysts, and magnetic hybrid ZnO photocatalysts
with lower band gaps and mechanisms for easier separation,
have been widely used in recent studies (Abbasi Asl et al.,
2020; Gomez-Pastora et al., 2017; Karimi et al., 2020;
Mkhalid, 2016; Parthibavarman et al., 2018; Serra et al.,
2020). WO3 nanocomposites with low band gaps
(2.4e2.7 eV) are considered a powerful candidate for pho-
tocatalytic processes because of their high adsorption ca-
pacity and thermal and physical stability within the visible
light spectrum (Han et al., 2016; Kako et al., 2014). Mu et al.
(2017) used WO3 coated with Fe3O4 as a magnetic photo-
catalyst to remove Csþ and Sr2þ from aqueous solution and
found that the synthesized magnetic nanoparticles have the
best adsorption capacities, 44.178 and 53.175 mg/g for Sr2þ
and Csþ, respectively. Kako et al. (2014) investigated the
improvement of WO3 with NaOH and found that photo-
catalytic activity increased 120 times beyond that associated
with pure WO3 when just 5% of NaOH was loaded on the
surface of WO3. The application of inorganic semiconductor
heterostructures is considered an effective strategy for the
degradation of different pollutants. Inorganic semi-
conductors such as TiO2, ZnO, and WO3 are strong photo-
catalysts in degradation processes due to redox reactions
created by photo-generated electronehole pairs. With regard
to the recent attempts using inorganic semiconductor het-
erostructures, Zhang et al. (2017) used new Ag/AgGaO2
metal semiconductor heterostructures (MSH) to degrade
methylene blue, and the new photocatalyst showed an
excellent photocatalytic ability, degrading up to 95% of
methylene blue, which was 31.2% more than what a pure
AgGaO2 photocatalyst was able to degrade. For bacterial
elimination, Hong et al. (2019) used Bi2S3@Ag3PO4/Ti in
inorganic semiconductor heterostructures to remove Staph-
ylococcus aureus and Escherichia coli, and the new
photocatalyst performed well in photocatalysis and photo-
thermal effects against these bacteria with a removal effi-
ciency of up to 95%. Wang et al. (2018) used the FeWO4/
Fe2O3 di-modified WO3 photocatalyst to remove quasi-
phenothiazine dyes such as methylene blue, toluidine blue,
azure I, and acridine orange under visible light irradiation;
the synthetic process was implemented with a one-step
method; the presence of FeWO4 and a-Fe2O3 clusters effi-
ciently reduced the recombination rate; and the results
showed a high removal efficiency for these dyes. There have
been many other recent studies regarding inorganic semi-
conductor heterostructures, which have shown unprece-
dented results compared to other semiconductors (Hitkari
et al., 2018; Hosseini et al., 2014; Li et al., 2016). There-
fore, using these structures can be effective in photocatalytic
processes, especially dye degradation.
One of the main challenges in photocatalytic processes is
the separation mechanism. It is always difficult to remove
photocatalysts after the degradation process (Banic et al.,
2019). The use of magnetic materials has shown a signifi-
cant improvement in the separation process. Using magnetic
materials as photocatalysts facilitates the separation process
with the aid of an external magnetic field. In addition, the
recycling of nanophotocatalysts becomes much easier when
magnetic materials are used in the photocatalyst structure.
Banic et al. (2019) studied the separation mechanism using
Fe3O4/WO3 as a magnetic nanophotocatalyst and enhanced
the magnetic separation process through the coupling of WO3
and Fe3O4; the use of 1.4% of WO3 with Fe3O4 increased the
separation efficiency up to 58% under an external magnetic
field of 160 mT. Although magnetic photocatalysts have
performed well in photocatalytic processes, more research is
still needed. Given that many studies have merely focused on
the magnetic photocatalysts based on TiO2, other semi-
conductors combined with magnetic materials needed to be
fully investigated (Gomez-Pastora et al., 2017; Xue et al.,
2019).
In this study, magnetic a-Fe2O3/WO3 was used as a new
magnetic photocatalyst in the dye degradation process. A
comparison between WO3/NaOH and a-Fe2O3/WO3 was also
conducted under the irradiation of ultraviolet (UV) and visible
light-emitting diode (LED) lamps. Recently, there have been
few studies of the photodegradation of organic pollutants
under different conditions with the aid of a-Fe2O3/WO3.
Magnetic materials are critical for the separation of pollutants
from wastewater, especially in slurry systems. Therefore, this
study tested these synthesized magnetic materials under
different conditions in comparison with common WO3/NaOH
composites, and their performance and behavior in photo-
catalytic processes were investigated.
2. Materials and methods
2.1. Materials
The commercial name of reactive blue 19 dye (RB19)
(general formula: C22H16N2Na2O11S3) is remazol brilliant
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blue, and its functional group is anthraquinone. In this study,
the molecular mass and purity of RB19 were 626.54 g/mol and
99%, respectively. The photocatalyst used in this study was
WO3, which was manufactured by the Western Minmetals
(SC) Corporation, in China. Ferric chloride, sodium hydrox-
ide, and ammonia solution were prepared by SigmaeAldrich
Inc.
2.2. Characterization
The properties of WO3/NaOH and magnetic a-Fe2O3/WO3
were well described by X-ray diffraction (XRD) patterns and
scanning electron microscopy (SEM) analysis. The Fourier
transform infrared spectroscopy (FTIR) analysis confirmed
the presence of a-Fe2O3 on the surface of WO3 nanoparticles.
The surface morphology of the magnetic nanophotocatalyst
was determined through SEM (Tescan, Czech Republic). The
magnetic analysis was conducted with a vibrating sample
magnetometry (VSM) device called LBKFB from Tamad
Kala, produced by the Magnetic Kavir Kashan Company.
VSM proved the magnetic ability of a-Fe2O3/WO3 for the
separation process. An ABB Bomem FTIR spectrometer
(MB-104) was used for FTIR analysis. The XRD patterns
were measured by an XRD device called the Rigaku Ultima
IV X-ray diffractometer, at a scanning angle ranging from
10 to 60.
2.3. Synthetic process
2.3.1. Synthesis of WO3/NaOH
According to Kako et al. (2014), WO3 loaded with NaOH
can be more photocatalytic and positively affects the experi-
mental results. The synthesis of WO3/NaOH was performed
through the following procedure. 10 mL of NaOH solution
was added to 4 g of WO3 powder and mixed with a stirrer for
approximately 30 min. Subsequently, the solution was dried at
343 K for approximately 4e5 h. Finally, the WO3/NaOH
sample was acquired with a weight ratio of NaOH to WO3 of
5%, and used for experiments.
2.3.2. Synthesis of a-Fe2O3
a-Fe2O3 was prepared through the co-precipitation method.
First, 15 g of FeCl3∙6H2O was dissolved in 200-mL water, and
they were stirred at room temperature. 3 mL of ammonia
(NH4OH) solution was added dropwise to the solution. pH was
kept constant during the synthetic process. The resulting black
solution was stirred for 1 h. Subsequently, it was heated to
90C for 2 h to evaporate all the remaining materials. The
product was cooled and finally calcined at 550C for 4 h. The
resulting a-Fe2O3 powder was ready for use in the synthetic
process described below.
2.3.3. Synthesis of a-Fe2O3/WO3 composite
The magnetic a-Fe2O3/WO3 nanophotocatalyst was pre-
pared through the wet chemical process at low temperature.
70 mg of WO3 was added to 35 mL of deionized water during
ultra-sonication. 10-mg a-Fe2O3 and 0.20-mmol urea were
added to the solution containing WO3 and deionized water.
Afterwards, the obtained mixture was continuously stirred at
40C for 90 min. Finally, the resulting solution was centri-
fuged at 2 500 rpm and then washed with ethanol several
times.
2.4. Apparatus and sampling procedure
The volume of the reactor was 200 mL in batch mode. The
feeding synthetic wastewater was prepared in the range of
10e20 mg/L by dissolving RB19. In order to achieve com-
plete mixing and prevent nanophotocatalyst deposition from
occurring, a magnetic stirrer was placed at the bottom of the
reactor. UV-C and LED lamps provided radiation sources. The
UV-C lamps (manufactured in China) emitting at 253.7 nm
with a nominal power of 15 W were located inside the photo
reactor, covered by aluminum foil to avoid radiation disper-
sion. To simulate visible light, 24 LED lamps, with an in-
tensity of 6 100 lx, were used to monitor photocatalytic
performance. The reactor setup is shown in Fig. 1.
After creation of a solution of color with the desired con-
centrations, the solution was placed in an ultrasonic bath
(Fungilab UE-6SFD) for 10 min. The samples were then
placed inside the reactor and on a magnetic stirrer to be
completely mixed and prevent the sedimentation of nano-
photocatalyst from occurring. The time interval for the sam-
ples was 30 min. Afterwards, the samples were centrifuged,
and the remaining pollutants were quantified with a spectro-
photometer (DR3900) at 590 nm. To control the accuracy of
the spectrophotometer, the calibration curve was plotted every
week. The wavelength of maximum absorption was 590 nm.
To study the removal efficiency, graphs were plotted
showing residual color to the initial color versus time, in







where R is the removal efficiency, C0 is the initial concen-
tration (mg/L), and C is the concentration in the refined
sewage at a different time (mg/L).
3. Results and discussion
3.1. Characterization of magnetic nanophotocatalyst
Based on the SEM analysis, the particle size of WO3
nanoparticles was estimated to be 23e65 nm. Fig. 2 clearly
displays the microsphere structure of a-Fe2O3 and a-Fe2O3/
WO3. As shown in Fig. 2(c), the spherical a-Fe2O3 was evenly
dispersed on the surface of WO3 nanoparticles. According to
the SEM results, the particle size of a-Fe2O3/WO3 was larger
than that of a-Fe2O3 nanoparticles. Moreover, the surface of
a-Fe2O3/WO3 nanoparticles was rougher than that of WO3
and a-Fe2O3 nanoparticles, which confirmed the higher sta-
bility of the new magnetic nanoparticles achieved by
anchoring WO3 on the surface of a-Fe2O3. The energy-
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dispersive X-ray spectroscopy (EDS) and mapping analyses
confirmed the presence of all elements in nanocomposites,
including W, Fe, and O. WO3 nanoparticles and a-Fe2O3 were
well connected, because the weight ratio in the EDS analysis
fully described the distribution of elements in the synthetic
nanophotocatalyst.
Transmission electron microscopy (TEM) analysis was
conducted to further investigate the surface structure of the
nanophotocatalyst. Based on the TEM results shown in Fig. 3,
a-Fe2O3 nanoparticles were successfully connected with WO3
nano plates. The high-resolution transmission electron mi-
croscopy (HRTEM) analysis showed that the lattice distances
of WO3 and a-Fe2O3 were approximately 0.374 and 0.367 nm,
respectively, which corresponded with the 020-lattice plane of
WO3 and the 012-lattice plane of a-Fe2O3. This adaptation
between lattice parameters led to the perfect recombination of
hematite and tungsten trioxide. The mapping element also
showed the even distribution of iron on WO3 nano plates
(Fig. 3(e) and (f)).
The structures of a-Fe2O3/WO3, WO3/NaOH, and a-Fe2O3
were characterized through XRD analysis (Fig. 4). According
to the XRD patterns, the highest points of WO3/NaOH were
observed at 22.7, 23.1, 23.6, 24.3, 26.6, 28.9, 31.9,
33.3, 34.2, 42.8, 50.3, 53.3, 54.8, and 56.9. This
confirmed the monoclinic structure of WO3 nanoparticles and
OeH bonds. The highest points of a-Fe2O3 were at 29.5
, 35,
42, 53, 56.5, and 62, also seen in the XRD pattern of a-
Fe2O3/WO3 magnetic nanocomposite. Moreover, the WO3
peaks were present in the a-Fe2O3/WO3 pattern, showing the
strong structure of magnetic nanocomposites, both a-Fe2O3
and WO3 compounds. There was no impurity in the structure
of a-Fe2O3/WO3 according to the XRD pattern.
The FTIR analysis also confirmed the results of XRD
patterns. Fig. 5 clearly shows that the molecular structure of
both a-Fe2O3 and WO3/NaOH was found in the magnetic a-
Fig. 1. Photocatalytic process of RB19 under UV and LED irradiation sources.
Fig. 2. SEM analyses of WO3/NaOH, a-Fe2O3, and a-Fe2O3/WO3.
Fig. 3. TEM analysis of WO3 and a-Fe2O3/WO3 and HRTEM anal-
ysis of a-Fe2O3/WO3.
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Fe2O3/WO3 nanocomposite. Based on the FTIR analysis of
WO3/NaOH, the two main peaks at 800 and 940 cm
1 showed
the stretching vibrations of WeO bonds (OeWeO stretching
bonds). The bending vibrations of OeWeO occurred at
250 cm1. Moreover, OeH bonds occurred at wavenumbers of
3 000e3 500 cm1, which are not visible in the proposed
range in Fig. 5. On the other side, the peaks of a-Fe2O3
nanoparticles at 240, 300, 430, 500, 610, 660, and 840 cm1
confirmed the bending and stretching vibrations of FeeO
bonds. According to the FTIR analysis of a-Fe2O3/WO3, all
the aforementioned peaks also appeared in the new synthe-
sized magnetic nanophotocatalyst. The WeO and FeeO
bonds were seen in the structure of the a-Fe2O3/WO3 nano-
photocatalyst (Fig. 5). These results indicated that WO3 was
successfully connected with a-Fe2O3 bonds, and the synthetic
process has been accomplished perfectly. The existence of
WeO and FeeO bonds in the new synthesized nanocomposite
with indicative peaks demonstrates the strong reaction of
tungsten with Fe molecules.
The magnetic behavior of the synthesized a-Fe2O3/WO3
nanophotocatalyst was measured with a VSM in an external
magnetic field from 10 000 to 10 000 Oe. The magnetic
result of the sample was compared with that of a-Fe2O3
nanoparticles (Fig. 6). According to the results, the magnetic
saturation values of a-Fe2O3/WO3 and a-Fe2O3 were 39.6 and
51.2 emu/g, respectively. The presence of WO3 particles
covering a-Fe2O3 nanoparticles can be considered a major
cause for the reduction of magnetic properties of the synthe-
sized magnetic nanophotocatalyst. However, a-Fe2O3/WO3
nanoparticles show significant magnetic behavior with a
saturation magnetization value of nearly 40 emu/g. This
facilitated the separation process of magnetic nanoparticles
after the degradation process.
PL measurement was used to characterize the optoelec-
tronic properties of semiconductors. The electrons were
excited from the valence band to the conductance band of the
material with a laser with an energy amount larger than the
band gap. The photo-excited carriers could then relax and
spontaneously recombine with holes in the conduction band.
In the case of direct semiconductors, the excess energy was
emitted in the form of light (spontaneous emission). Here, PL
measurements were used to compare the recombination rate of
the new nanophotocatalyst with WO3 and hematite. The re-
sults showed that the a-Fe2O3/WO3 peak decreased in com-
parison with those of WO3 and a-Fe2O3. This reveals that the
synthesized nanocomposite significantly reduced the recom-
bination rate of WO3 owing to the synergistic effects of a-
Fe2O3 anchored on WO3 nano plates. Fig. 7(a) shows the PL
analysis for the studied materials.
Differential reflectance spectroscopy (DRS) analysis was
used to calculate the band gap. For this purpose, the absorption
spectra curve was plotted in terms of wavelength (Fig. 7(b)).
The maximum slope of the tangent line to the curve and its
intersection with the wavelength axis indicates the appropriate
wavelength in each sample. According to the results, the band
gap decreased from 2.8 eV for WO3 to 2.4 eV for the a-Fe2O3/
WO3 nanocomposite. As can be seen, the synthesis reduces the
band gap. Therefore, less energy is required to stimulate
electron transfer from the capacity band to the conduction
band. As the band gap decreases, the distance between the
Fig. 5. FTIR analysis of WO3/NaOH, a-Fe2O3, and a-Fe2O3/WO3.
Fig. 4. XRD patterns of WO3/NaOH, a-Fe2O3, and a-Fe2O3/WO3
nanoparticles.
Fig. 6. VSM results of a-Fe2O3/WO3 and a-Fe2O3.
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levels decreases, with less electron excitation energy. Clearly,
the reduction of the nanocomposite band gap increases elec-
tron excitation and provides greater removal ability during
irradiation.
3.2. Photodegradation of reactive blue dye with magnetic
nanophotocatalyst under different conditions
3.2.1. Effect of pH
The effect of pH variations (2.0, 4.5, 7.0, and 9.5) on the
removal of RB19 (30 mg/L) was investigated with irradiation
time of 4 h and a-Fe2O3/WO3 dosage of 1 g/L. In order to
evaluate the effect of pH on the efficiency of the degradation
system, the point of zero charge, the pH at which the net
charge of total particle surface is equal to zero (pHpzc),
should be specified. At pHpzc, the material surface is neutral
and does not have any electrical charge. The pHpzc for WO3
has been reported to be in the range of 4e5, and a-Fe2O3/
WO3 also falls within this range (Manceriu and Carcel,
2011). The surface of the material is positively charged
when pH is lower than pHpzc, and negatively charged when
the pH is higher than pHpzc. Hence, the adsorption of pol-
lutants with a positive charge occurs when the pH is higher
than pHpzc, and the adsorption of negatively charged pollut-
ants occurs when the pH is lower than pHpzc. Given that
RB19 is in an anionic color, its absorption is higher on the
surface of WO3 when the pH is lower than 4. In this study, the
highest removal efficiency of reactive blue color was
observed at a pH value of 2. Fig. 8 shows the removal effi-
ciencies of the dye. As the pH increased, the removal effi-
ciency sharply decreased. The removal efficiencies of RB19
under the conditions of 4-h irradiation and pH values of 2.0,
4.5, 7.0, and 9.5 were 83%, 40%, 38%, and 66%, respec-
tively. This indicates that it is important to estimate pHpzc to
find the highest efficiency in the optimum range of pH.
3.2.2. Effect of catalyst concentration
The catalyst is a major part of the photocalytic process
because absorptive reactions only take place on the
photocatalyst surface. The effect of different catalyst dosages
(0.4, 0.7, 1.0, and 1.3 g/L) was investigated at a fixed initial
color concentration of 30 mg/L and pH of 2. The amounts of
magnetic photocatalysts directly influence the behavior of
absorption. As shown in Fig. 9, an increase in the a-Fe2O3/
WO3 dosage enhances photocatalytic activity. In fact, more
electrons are excited from the valence band to the conduction
band with the aid of the visible LED or UV light source. The
best photocalytic dosage was 1 g/L with 240-min contact time.
However, the removal efficiency slightly dropped with a
higher catalyst dosage (1.3 g/L). This can be attributed to the
fact that an additional amount of catalyst particles may cause
turbidity and therefore prevent photons from penetrating to the
depth of the solution. In addition, more interactions between
nanoparticles may lead to the desorption of weak-bond dye
compounds from a-Fe2O3/WO3, leading to a decrease in the
removal efficiency of nanoparticles (Akyol and Bayramoglu,
2005; Daneshvar et al., 2004). The optimum pH and photo-
catalyst dosage of WO3/NaOH were also separately measured
with the same irradiation time. According to the test results,
the best pH was 3, and the optimum photocatalyst dosage was
between 0.9 and 1.0 g/L.
Fig. 7. PL measurement and DRS data for WO3 and a-Fe2O3/WO3 (a.u. means arbitrary units).
Fig. 8. Effects of contact time and primary pH on ratio of residual
color to initial color (with C0 of 30 mg/L, a-Fe2O3/WO3 dosage of
1 g/L, and UV-C lamp power of 15 W).
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3.2.3. Effect of initial dye concentration under visible LED
and UV light sources with WO3/NaOH
Under optimum conditions, the impact of two different
light sources, visible LED light and UV light, on the degra-
dation process was investigated. The degradation process was
initiated with different dye concentrations of 10, 30, 50, and
70 mg/L. Other operational parameters including pH and
photocatalyst dosage were fixed. The pH of the prepared so-
lution was 2, and the catalyst dosage was fixed at 1 g/L. The
exposure times for UV light and visible LED lamps were 240
and 360 min, respectively. As shown in Fig. 10(a), the dye
removal efficiencies under UV-C radiation were 98%, 78%,
62%, and 51% for the initial dye concentrations of 10, 30, 50,
and 70 mg/L, respectively. By contrast, when LED lamps were
used, the degradation rates were 95%, 56%, 33%, and 21%,
respectively. Although the irradiation time with LED lamps
(360 min) was much longer than with UV-C lamps (240 min),
the removal efficiencies of dye solution in the case of UV-C
lamps were much higher for all initial dye concentrations.
This can be attributed to the fact that the intensity of UV-C
radiation is much greater than that of visible LED lamps.
In this study, each LED lamp had an efficiency of up to
254 lm/W, which was lower than that of the UV-C lamp.
However, the degradation process with visible light was accept-
able, and it can therefore be considered an excellent alternative
light source owing to its low risk level and energy consumption.
A higher dye concentration increases dye absorption on nano-
particles and the occupation of active sites on their surface.
Additionally, dye molecules absorb more UV energy with a
higher dye concentration, which reduces dye degradation. Similar
results have been found by Daneshvar et al. (2003).
3.2.4. Photocatalytic effect of a-Fe2O3/WO3 under two light
sources
In this study, the solution of magnetic a-Fe2O3/WO3 was
mixed with RB19 in different dye concentrations of 10, 30, 50
and 70 mg/L. The concentration of the nanophotocatalyst was
1 g/L, and the pH was fixed at 2. The photocatalytic process
was conducted under two light sources (UV-C and visible LED
lamps). Fig. 11 shows the experimental results. In comparison
with WO3/NaOH, a-Fe2O3/WO3 was more reactive to removal
of dye concentration. The removal efficiencies for 10, 30, 50,
and 70 mg/L of RB19 solution were approximately 100%,
91%, 77%, and 62%, respectively, for 240-min radiation under
UV-C light. On the other hand, the 360-min radiation of LED
lamps was effective in removing 100%, 70%, 44%, and 27%
of RB19 for dye concentrations of 10, 30, 50, and 70 mg/L,
respectively.
The mixture of WO3 with a-Fe2O3 consumed excited
electrons much more easily than the mixture of WO3 with
NaOH. A greater consumption rate decreased the recombi-
nation of photogenerated electronehole pairs in a semi-
conductor. In recent years, magnetic materials have been
widely developed because of their synergistic effects in
photocatalytic degradation. In fact, the coupled structure of
hematite and WO3 can stop the recombination of electrons on
the surface of semiconductors. Due to this coupled structure,
electrons and holes are transferred to the surface of a-Fe2O3
and the semiconductor, enhancing the photodegradation ef-
ficiency by forming nonselective $OH radicals with less
recombination of electrons and holes. This can introduce
Fig. 9. Effect of catalyst concentration (M ) on residual color to pri-
mary color ratio (with C0 of 30 mg/L, initial pH of 2, and UV-C lamp
power of 15 W).
Fig. 10. Effect of initial concentration of RB19 and irradiation on ratio of residual color to initial color (with initial pH of 2 and WO3/NaOH
dosage of 1 g/L).
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more radicals on the surface of the semiconductor, thereby
decomposing all types of organic pollutants including dyes.
Fig. 12 shows the contribution of a-Fe2O3 and WO3 to the
improvement of degradation efficiency. Another positive ef-
fect is the appearance of Fe2þ ions on the surface of the
semiconductor, which act as a trap for holes and electrons
and therefore prevent recombination in the degradation
process.
Fig. 13 displays the different performances of a-Fe2O3/
WO3 and WO3/NaOH in removing RB19 with various dye
concentrations. The effects of UV and LED light sources were
compared as well. The UV lamps had higher penetration and
intensity, leading to a more effective degradation process. By
contrast, the LED lamps were also effective and properly
decomposed the dye compounds, with a degradation rate of
100% after 360 min. It should be noted that, under specific
conditions with optimum factors, dye removal was tested with
a-Fe2O3/WO3 for 400 min under the exposure of LED visible
light. The results showed that the pollutant removal with
visible light became steady after 360 min, and 100% of dyes
were degraded. Thus, compared with the dangerous and less
environmentally friendly UV lamps, visible light allowed for
substantially more dye removal with magnetic tungsten
photocatalysts.
3.2.5. Effect of photocatalytic activity on organic matter
Further experiments were conducted to evaluate the
effectiveness of photocatalytic activity in removing organic
matter such as chemical oxygen demand (COD) in optimum
operating conditions (with a-Fe2O3/WO3 dosage of 1 g/L
and pH of 2) and different initial dye concentrations (10, 30,
50, and 70 mg/L). The initial COD-equivalent dye solution
dosages were 12.6, 38.1, 62.8, and 87.5 mg/L, respectively.
Fig. 14 shows that the COD removal efficiency basically
showed a similar oscillatory trend for different pollutant
concentrations. In the first 60 min, the COD removal effi-
ciency increased. In the period of 60e90 min, the removal
Fig. 11. Effect of initial concentration of dye and irradiation on ratio of residual color to initial color (with initial pH of 2 and a-Fe2O3/WO3
dosage of 1 g/L).
Fig. 12. Effect of coupled structure on photodegradation efficiency.
Fig. 13. Comparison between dye removal efficiencies of a-Fe2O3/
WO3 and WO3/NaOH with various RB19 concentrations.
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efficiency substantially declined. The COD removal process
then continued to the end of the reaction. For example, in the
case with an initial COD concentration of 38.1 mg/L, the
removal efficiency was merely 27% in the first 60 min, and it
reached 21.5% with a 5% reduction in the next 30 min.
During the remaining irradiation time, the reactor perfor-
mance gradually improved, and the COD removal efficiency
ultimately reached 69.5%. Throughout the process, the
highest removal efficiency was 87% for an initial COD
concentration of 12.6 mg/L. Comparatively, the reactor
exhibited a greater efficiency in removing the dye solution
than in removing COD. The main reason is related to the dye
process. In fact, the dye chemical structures turn into inter-
mediate compounds resulting from break down of the dye
chemical structure and the subsequent recombination of
these fragments to form new materials. The reason for the
fluctuation in the COD removal efficiency over the test
period is the production of these intermediate products.
3.3. Reusability of a-Fe2O3/WO3
Due to the magnetic behavior of a-Fe2O3/WO3 nano-
particles, it is much easier to reuse these nanoparticles. An
external magnetic field can be used to separate all nano-
photocatalysts from absorbed dyes for use in the next cycle.
In this study, a certain amount of dye was mixed with the
nanophotocatalyst in order to measure the photodegradation
efficiency. After each step, the dye solution was adjusted to
the initial concentration, and the recovered magnetic photo-
catalyst was subsequently added for the next cycle. The re-
sults showed that the removal efficiencies of cycles 1, 2, 3, 4,
5, and 6 are 100%, 100%, 98%, 95%, 94%, and 93%,
respectively. After six cycles, the degradation efficiency of
the nanophotocatalyst decreased by 7%. This efficiency
decline may be attributed to the reduction of the active area
on the surface of nanophotocatalysts because many dye
molecules on the nanoparticles or nanophotocatalysts
escaped during sampling.
4. Conclusions
In this study, the photocatalytic degradation of RB19 was
investigated in a slurry system using UV and LED lamps as
light sources and using a-Fe2O3/WO3 and WO3/NaOH as
photocatalysts. The effects of different parameters including
irradiation time, initial concentration of RB19, nano-
photocatalyst dosage, and pH were examined. Meanwhile, the
magnetic nanophotocatalyst was also characterized. The main
conclusions are as follows:
(1) a-Fe2O3/WO3 magnetic nanoparticles had a strong
photocatalytic ability in terms of RB19 degradation.
Increasing the number of nanoparticles to a certain amount
increased the removal efficiency, but the efficiency of the
system mostly decreased.
(2) Coupling the structure of the magnetic nano-
photocatalyst significantly aids in preventing recombination of
electronehole pairs on the surface of the nanophotocatalyst.
(3) The removal efficiency of the system under LED visible
light was high over a longer period of time and decomposed
almost 100% of the dye solution. LED visible lights improved
the degradation process and increased the efficiency for longer
time periods, showing similarity to the performance of UV
lamps. This indicates that LED visible lamps are promising for
applications in practical cases on an industrial scale. In addi-
tion, they are more environmentally friendly than UV lights.
This trait requires more attention in further studies.
(4) In comparison with the common photocatalyst
(WO3/NaOH), the new magnetic photocatalyst a-Fe2O3/WO3
showed a better performance under irradiation from both
light sources. The magnetic separation process facilitated
the reusability of magnetic materials. The RB19 removal
efficiency merely decreased by 7% after the magnetic
a-Fe2O3/WO3 photocatalyst was used for six cycles.
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